PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-01630 Wednesday March 19, 2014

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission reserves
the right to return any of the applications if, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any of
these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted
for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-AFS-20140203-00029 E E080100 Row 44 Inc.

Amendment
Class of Station: Other
Nature of Service: Fixed Satellite Service, Mobile Satellite Service

Row 44, Inc. amends its pending applications (IBFS File Nos. SES-MOD-20121023-00963 and SES-AFS-20130920-00833, accepted for filing
on Nov. 13, 2013, Report No. SES-01596) to modify its blanket license to operate Ku-band aircraft earth stations. Row 44 proposes to add the
SATMEX 5 satellite (S2589) at the 114.9° W.L. orbital location as a point of communication using the 14.05-14.47 GHz (Earth-to-space) and
the 11.7-12.2 GHz (space-to-Earth) frequency bands.

SITE ID: Remotes-1
LOCATION: Operate up to 1000 (.6 m terminals) CONUS + TERRITORIAL & INTERNNATIONAL WAT

ANTENNAID: A 0.6 meters AeroSat Avionics 70-100-0000-01
14050.0000 - 14470.0000 MHz IM60G7D 38.60 dBW QPSK or octal PSK
11700.0000 - 12200.0000 MHz 36M0G7D 0.00 dBW QPSK or octal PSK

SITE ID: Remotes-2

LOCATION: Operate up to 1000 (.62 m terminals)

ANTENNA ID: B 0.62 meters TECOM Ku-Stream

14050.0000 - 14470.0000 MHz IM60G7D 38.80 dBW QPSK or octal PSK
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14050.0000 - 14470.0000 MHz 3M20G7D 41.80 dBW QPSK or octal PSK

11700.0000 - 12200.0000 MHz 36MOG7D QPSK or octal PSK
11450.0000 - 12200.0000 MHz 36MOG7D QPSK or octal PSK
12250.0000 - 12750.0000 MHz 36M0G7D QPSK OR OCTAL PSK
14050.0000 - 14470.0000 MHz 3M20G7D 41.80 dBW QPSK OR OCTAL PSK

Points of Communication:

Remotes-1 - AMC 2 - (100.95 W.L)

Remotes-1 - AMC 9 - (83 W.L.)

Remotes-1 - HORIZONS 1 - (127 WL)

Remotes-1 - SES-1 - (101.0 W.L.)

Remotes-2 - AMC 2 - (100.95 W.L)

Remotes-2 - AMC 9 - (83 W.L.)

Remotes-2 - ESTRELA DO SUL 2 - (63 W.L.)

Remotes-2 - HORIZONS 1 - (127 WL)

Remotes-2 - INTELSAT 19 (S2850) - (166.0 E.L.)

Remotes-2 - SATMEX-5 (52589) - (114.9 W.L.)

Remotes-2 - SATMEX-8 - (116.8 W.L.)

Remotes-2 - SES-1 - (101.0 W.L.)

Remotes-2 - TELSTAR 11N (S2357) - (37.5 W.L.)

SES-ASG-20140311-00137 E E040403 KEZI, Inc.
Application for Consent to Assignment
Current Licensee: KEZI, Inc.
FROM: KEZI, Inc.
TO: Oregon TV License Company LLC
No. of Station(s) listed: 2

SES-MFS-20140127-00027 E KB27 SES Americom, Inc.
Modification

Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

SES Americom, Inc. requests modification of its license for a 13-meter fixed earth station in Somis, CA, to: (1) change the coordinated arc; (2)
add extended C-band frequencies 5850-5925 MHz (Earth-to-space) and 3625-3700 MHz (space-to-Earth), (3) add emission designators,
36MOF8W, 36M0G7W; and (4) add Intelsat 18 satellite at the 180° E.L. and NSS-9 satellite at the 177° W.L. orbital locations as points of
communication.

Page 2 of 7



SITE ID:

LOCATION:

1

ANTENNA ID: 1

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5850.0000 - 5925.0000 MHz

5850.0000 - 5925.0000 MHz

3625.0000 - 3700.0000 MHz

3625.0000 - 3700.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5850.0000 - 5925.0000 MHz

5850.0000 - 5925.0000 MHz

5850.0000 - 5925.0000 MHz

5925.0000 - 6425.0000 MHz

5850.0000 - 5925.0000 MHz

5925.0000 - 6425.0000 MHz

13 meters

VERTEX

36MOF7W

36MOF8W

25MOF8W

17TM5F8W

SMOOF8W

50KO0F3E

50KOF1D

36MOG7W

36MOD7W

36MOG7W

36MOD7W

36MOG7W

36MOD7W

36MOG7W

36MOD7W

100KG7W

100KD7W

36MOF8W

100KG7W

100KD7W

IMOOF9D

IMOOF9D

NON

5990 SOLANO VERDE DRIVE, VENTURA, SOMIS, CA
34°19"'31.00 " N LAT.

118 °59'41.00 " W LONG.

89.90 dBW

89.90 dBW

89.90 dBW

89.90 dBW

88.90 dBW

40.00 dBW

40.00 dBW

83.60 dBW

83.60 dBW

83.60 dBW

83.60 dBW

68.10 dBW

68.10 dBW

83.30 dBW

68.10 dBW

68.10 dBW

81.30 dBW

81.30 dBW

57.30 dBW
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13 KPC

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL VIDEO,

DIGITAL DATA

DIGITAL DATA

ANALOG VIDEO

DIGITAL DATA

DIGITAL DATA

TELECOMMAND

TELECOMMAND

TEST CARRIER

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA

AUDIO AND DATA



5850.0000 - 5925.0000 MHz NON 57.30 dBW TEST CARRIER

3700.0000 - 4200.0000 MHz 36MOF8W ANALOG VIDEO
3700.0000 - 4200.0000 MHz 100KG7TW DIGITAL DATA
3700.0000 - 4200.0000 MHz 100KD7W DIGITAL DATA
3625.0000 - 3700.0000 MHz 36MOF8W ANALOG VIDEO
3625.0000 - 3700.0000 MHz 100KG7TW DIGITAL DATA
3625.0000 - 3700.0000 MHz 100KG7TW DIGITAL DATA
3700.0000 - 4200.0000 MHz NON TRACKING BEACON
3625.0000 - 3700.0000 MHz NON TRACKING BEACON
3700.0000 - 4200.0000 MHz IMOOF9D TELEMETRY
3625.0000 - 3700.0000 MHz IMOOF9D TELEMETRY
ANTENNAID: 2 13 meters E SYSTEMS C23508-N10
6423.5000 - 6423.5000 MHz 3MOOF8W 87.80 dBW
5925.0000 - 6425.0000 MHz 36MOF7W 89.90 dBW
5925.0000 - 6425.0000 MHz 36MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 25MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 17MSF8W 89.90 dBW
5925.0000 - 6425.0000 MHz SMOOF8W 88.90 dBW
5925.0000 - 6425.0000 MHz 50KO0F3E 40.00 dBBW
5925.0000 - 6425.0000 MHz 50KOF1D 40.00 dBBW
ANTENNA ID: 3 11 meters SCIENTIFIC ATLANTA 8007
6423.5000 - 6423.5000 MHz 3MOOF8W 87.80 dBW
5925.0000 - 6425.0000 MHz 36MOF7W 89.90 dBW
5925.0000 - 6425.0000 MHz 36MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 25MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 17MSF8W 89.90 dBW
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5925.0000 - 6425.0000 MHz SMOOF8W 88.90 dBW

5925.0000 - 6425.0000 MHz 50KO0F3E 40.00 dBW
5925.0000 - 6425.0000 MHz 50KOF1D 40.00 dBW
ANTENNAID: 4 11 meters HARRIS 5260
6423.5000 - 6423.5000 MHz 3MOOF8W 87.80 dBW
5925.0000 - 6425.0000 MHz 36MOF7W 89.90 dBW
5925.0000 - 6425.0000 MHz 36MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 25MOF8W 89.90 dBW
5925.0000 - 6425.0000 MHz 17TM5SF8W 89.90 dBW
5925.0000 - 6425.0000 MHz SMOOF8W 88.90 dBW
5925.0000 - 6425.0000 MHz 50KO0F3E 40.00 dBW
5925.0000 - 6425.0000 MHz 50KOF1D 40.00 dBW

Points of Communication:

1 - ALSAT - (ALSAT)

1 - INTELSAT 18 - (180 E.L.)

1-NSS9- (177 W.L)

SES-MOD-20140304-00124 E E010254 Strung From The Moon, LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Strung FromThe Moon, LLC requests modification of its license for a fixed earth station in Chandler, AZ, to add a 4.8-meter antenna that will
operate in the 5925-6425 MHz (Earth-to-space) and 3700-4200 MHz (space-to-Earth) frequency bands and communicate with ALSAT-
designated satellites.

iggg I:ON: 41150 N. McKENNY AVENUE, MARICOPA, CHANDLER, AZ
33°18"'40.00 " N LAT. 111 °57'12.00 " W LONG.
ANTENNAID: Hub2 5.6 meters ANDREW ESAS56
14000.0000 - 14500.0000 MHz 36M0OG7D 71.00 dBW QPSK 3/4, DATA SERVICES.
11700.0000 - 12200.0000 MHz 36MOG7D 0.00 dBW QPSK 3/4, DATA SERVICES.
ANTENNAID: Hub 1 2.4 meters PRODELIN 1251
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14000.0000 - 14500.0000 MHz 36MOG7W 69.20 dBW DIGITAL VIDEO, VOICE AND DATA

14000.0000 - 14500.0000 MHz 64K0G7TW 47.20 dBW DIGITAL VIDEO, VOICE AND DATA
14000.0000 - 14500.0000 MHz 8SMO0G7W 68.20 dBW DIGITAL VIDEO, VOICE AND DATA
11700.0000 - 12200.0000 MHz 36MOG7W DIGITAL VIDEO, VOICE AND DATA
11700.0000 - 12200.0000 MHz 64K0G7TW DIGITAL VIDEO, VOICE AND DATA
11700.0000 - 12200.0000 MHz 8SMO0G7W DIGITAL VIDEO, VOICE AND DATA
ANTENNAID: HUB3 4.8 meters VERTEX 4.8M
5925.0000 - 6425.0000 MHz 2MO0G7W 54.10 dBW DIGITAL VIDEO, VOICE AND DATA
5925.0000 - 6425.0000 MHz 36MOG7W 66.60 dBW DIGITAL VIDEO, VOICE AND DATA
3700.0000 - 4200.0000 MHz 2MO0G7W DIGITAL VIDEO, VOICE AND DATA
3700.0000 - 4200.0000 MHz 36MOG7W DIGITAL VIDEO, VOICE AND DATA

Points of Communication:

1 - ALSAT - (ALSAT)

SES-MOD-20140305-00129 E E110171 Universal Space Network, Inc.
Application for Modification

Class of Station: Fixed Earth Stations

Nature of Service: Earth Exploration Satellite Service

Universal Space Network, Inc. requests modification of its fixed earth station license in Clewiston, FL, to add the NGSO Worldview 3 satellite
(S2129) as a point of communication.

SITE ID: 1
LOCATION: 400 Airglades Blvd, Hendry, Clewiston, FL
26 °44'50.20 " N LAT. 81°2'56.70 " W LONG.
ANTENNA ID: 1 9.1 meters ViaSat 3440
8380.0000 - 8380.0000 MHz SM80G7D Digital Telemetry
8025.0000 - 8375.0000 MHz 350MG7D Digital Earth Imaging Data Reception
2085.6875 - 2085.6875 MHz IM32G1D 53.00 dBW 516Kbit BPSK Digital TT&C

Points of Communication:

1 - WORLDVIEW-1(S2129) - (NGSO)
1 - WORLDVIEW-2(S2129) - (NGSO)
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1 - WORLDVIEW-3 (S2129) - (NGSO)

SES-STA-20140225-00119 E KA25 Inmarsat Hawaii Inc.
Special Temporary Authority
Class of Station:

Inmarsat Hawaii Inc. requests special temporary authority, for a period of 180 days, to use its fixed earth station in Paumalu, HI, to conduct
feeder link operations for the Inmarsat-4F1 satellite at the 143.5° E.L. orbital location in the 6425-6575 MHz (Earth-to-space) and 3550-3660
MHz (space-to-Earth) frequency bands.

Points of Communication:

For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 202-418-2555.
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